
  

 

Upstairs Studio 
 
Studio area only 

Width:    7.2m 
Length: 13.2m 

 
Stage Performance Area (normal end-on with Raked seating) 
      Width  7.20m aprox. 

Depth  4.0m aprox.         
     

Lighting Equipment 
 
Control  

 ETC Nomad with Gadget II on Dell PC laptop or 
 Zero88 Jester desk  
 2 x Zero88 Betapack (12 Dimmers) 
 Working lights on Separate system 

 
Please note that hirers can bring their own PAT tested equipment if required 
 
 
Fixtures 

 2 x Selecon ZS1200w 24/40° Profile 
 4 x Strand Quartet Prism Convex 650w 
 6 x Strand Prelude Fresnel 650w 
 2 x CCT Minuette Prism Convex 650w 
 3 x Generic Flood 500w (for House Lights) 

 
Please note that some equipment is shared between Omnibus Spaces 
 
 
Main PA Sound Equipment 

 Mackie ProFX 12 Sound Mixing desk 
 Alto Professional Mac 2.2 Amplifier @ 300w output  
 Pair of EV S5.2 speakers (flown on side lighting bars)  
 Stage box at SR with 8 x XLR mic/line sockets and 4 x XLR returns 
 1 x Apple Macbook with Qlab v4 

 
Projector: 

 1 x Optoma DAEHHZZ DLP Projector @ 4000 Lumens 
 
Screen: 
Projection area is 3m high by 3m wide (against back wall) 
 
 
Please note that some equipment is shared between Omnibus Spaces 
 
 
Omnibus Theatre cannot guarantee that all or any of these facilities or equipment will 
be available or suitable for the purposes of your production. You should in all cases 
check with the Technical Manager to ensure that the information contained herein is 
up to date and correct. At certain times some equipment detailed in this document 
may be unavailable as equipment is shared between Omnibus Spaces and if required, 
you will need to pre-book. 
 


